Ipas MVA Plus® Disassembly and Reassembly
In the United States and a number of other countries, Ipas EasyGrip® cannulae and flexible Karman cannulae are labeled for single-use and
should be discarded after use.

Disassembly







Remove the cannula from the valve by twisting the cannula base and pulling it out of the valve. The wings of
the cannula can be gripped to aid in this task. Do not attempt to remove the base of the cannula; it is
permanently attached.
Pull the cylinder out of the valve.
Press down the cap-release tabs to remove the cap. Open the hinged valve body by pulling open the clasp.
Remove the valve liner.
Disengage the collar stop by sliding it sideways under the retaining clip or removing it completely from the
cylinder.
Pull the plunger completely out of the cylinder.
Displace the plunger O-ring by squeezing its sides and rolling it down into the groove below. It is not necessary
to completely remove it.

MVA parts disassembled
Reassembly









Place the valve liner in position inside the valve by aligning the internal ridges. Close the valve until it snaps
in place.
Snap the cap into place on the end of the valve.
Push the cylinder into the base of the valve.
Place the plunger O-ring in the groove at the end of the plunger and lubricate it by spreading one drop of
lubricant around the O-ring with a fingertip. Silicone, which is nonsterile, is provided; other non-petroleumbased lubricants can also be used. CAUTION: Excessive lubrication can cause the aspirator to lose vacuum.
Do not over lubricate the plunger O-ring. Do not lubricate other parts of the aspirator.
Squeeze the plunger arms and fully insert the plunger into the cylinder.
Move the plunger in and out to lubricate the cylinder.
Insert the tabs of the collar stop into the holes in the cylinder so that the plunger cannot be pulled out of the
cylinder.

Always check that the aspirator retains a vacuum before using it. If the aspirator does not retain a vacuum, check
that it is properly assembled and inspect the O-ring for foreign particles and proper lubrication.

